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Foreword

ISO (the International Organization for Standardization) and IEC (the International Electrotechnical
Commission) form the specialized system for worldwide standardization. National bodies that are members of
ISO or IEC participate in the development of International Standards through technical committees
established by the respective organization to deal with particular fields of technical activity. ISO and IEC
technical committees collaborate in fields of mutual interest. Other international organizations, governmental
and non-governmental, in liaison with ISO and IEC, also take part in the work. In the field of information
technology, ISO and IEC have established a joint technical committee, ISO/IEC JTC 1.

revised.
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Introduction

This edition is a 5 year technical revision of the previous edition and was prepared by JTC 1/SC 17/ WG 1
Physical characteristics and test methods for ID-cards. It cancels and replaces ISO/IEC 7810:1995. The user
is encouraged to review the entire standard for revisions and updates. The major changes made during this
revision are listed below.

1. The addition of criteria and test method for heat resistance. This criteria should_be met by existing PVC or
PVCA materials, however, it allows the user to designate materials that can withgtand kigher temperatures.

ISO/IEC 10373-1:1998.
4. Tolerances for ID-2 and ID-3 size cards have been added

5. Size and tolerances for an ID-000 size card have
relationship to an ID-1 size card.

This International
and is used by t
listed here may also re

ISO/IEC 7811 Setie tiftsatiomcards — Recording technique

ISO/IEC 7 3 dentificatiQrycards — Identification of issuers

ISO/IEC 781 ification\cards — Financial transaction cards

ISO/IEC 7846 se dentification cards — Integrated circuit(s) cards with contacts

ISO/IEC 10536 dentification cards — Contactless integrated circuit(s) cards — Close-coupled cards

ISO/IEC 15693 series, Identification cards — Contactless integrated circuit(s) cards — Vicinity cards
ISO/IEC 11693, Identification cards — Optical memory cards — General characteristics
ISO/IEC 11694 series, Identification cards — Optical memory cards — Linear recording method
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Identification cards — Physical characteristics

1 Scope

This International Standard is one of a series of standards describing the charasteristics for identification

International Standard.

This International Standard specifies the requiremen Qr identification. It takes into

consideration both human and machine aspects and stat

given within these standards to the amo
conform to specified criteria should be nego

NOTE 2 A different sta
International Stand

ance with this International Standard if it meets all mandatory requirements

An identificati
arei & specified default values apply.

specified

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO/IEC 10373-1:1998, Identification cards — Test methods — Part 1: General characteristics tests

NOTE The ID-000 size card size was first defined by ENV 1375-1, Identification card systems — Intersector
integrated circuit(s) card additional formats — Part 1: ID-000 card size and physical characteristics.
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