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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

WAVEGUIDE TYPE DIELECTRIC RESONATORS – 
 

Part 2: Guidelines for oscillator and filter applications 
 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61338-2 has been prepared by IEC technical committee 49: 
Piezoelectric and dielectric devices for frequency control and selection. 

This standard cancels and replaces IEC/PAS 61338-2 published in 2000. This first edition 
constitutes a technical revision. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

49/656/FDIS 49/674/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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The committee has decided that the contents of this publication will remain unchanged until 
2008. At this date, the publication will be  

• reconfirmed; 
• withdrawn; 
• replaced by a revised edition, or 
• amended. 

IEC 61338 consists of the following parts, under the general title Waveguide type dielectric 
resonators: 

Part 1:  Generic specification 1 

Part 1-1:  General information and test conditions – General information 2 
Part 1-2:  General information and test conditions – Test conditions 2 
Part 1-3:  General information and test conditions – Measurement method of complex relative 

permittivity for dielectric resonator materials at microwave frequency  
Part 1-4:  General information and test conditions – Measurement method of complex relative 

permittivity for dielectric resonator materials at millimeter-wave frequency 3 
Part 2:  Guidelines for oscillator and filter applications (the present standard) 
Part 4:  Sectional specification 1 
Part 4-1:  Blank detail specification 1 
 
A bilingual version may be issued at a later date

___________ 
1  To be published. 

2  To be replaced by IEC 61338-1 in the near future. 

3  Under consideration. 
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                                                         INTRODUCTION 

This part of IEC 61338 gives practical guidance on the use of waveguide type dielectric 
resonators that are used in telecommunications and radar systems (for general information, 
standard values, and test conditions, see the other parts of this series). 

The features of these dielectric resonators are small size without degradation of quality factor, 
low mass, high reliability and high stability against temperature and ageing. The dielectric 
resonators are suitable for applications to miniaturized oscillators and filters with high 
performance.  

This standard has been compiled in response to a generally expressed desire on the part of 
both users and manufacturers for guidelines for the use of dielectric resonators, so that the 
resonators may be used to their best advantage. For this purpose, general and fundamental 
characteristics have been explained in this standard. 
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WAVEGUIDE TYPE DIELECTRIC RESONATORS – 
 

Part 2: Guidelines for oscillator and filter applications  
 
 
 

1 Scope 

This part of IEC 61338, which contains guidelines for use, is limited to the waveguide type 
dielectric resonators that are used for oscillator and filter applications. These types of 
resonators are now widely used in oscillators for direct broadcasting or communication satellite 
systems, oscillators for radio links, voltage-controlled oscillators for mobile communication 
systems and so on. In addition, these dielectric resonators are also used as an essential 
component of miniaturized filters for the same kind of applications. 

It is not the aim of this standard either to explain theory or to attempt to cover all the 
eventualities that may arise in practical circumstances. This standard draws attention to some 
of the more fundamental questions, which should be considered by the user before he places 
an order for dielectric resonators for a new application. Such a procedure will be the user's 
insurance against unsatisfactory performance. 

Standard specifications, such as those in the IEC 61338 series and national specifications or 
detail specifications issued by manufacturers, will define the available combinations of 
resonance frequency, the quality factor, the temperature coefficient of resonance frequency, 
etc. These specifications are compiled to include a wide range of dielectric resonators with 
standardized performances. It cannot be over-emphasized that the user should, wherever 
possible, select his dielectric resonators from these specifications, when available, even if it 
may lead to making small modifications to his circuit to enable standard resonators to be used. 
This applies particularly to the selection of the nominal frequency. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments) applies. 

IEC 60068-1, Environmental testing – Part 1: General and guidance 

IEC 60068-2-1, Environmental testing – Part 2: Tests – Test A: Cold 

IEC 60068-2-2, Environmental testing – Part 2: Tests – Tests B: Dry heat 

IEC 60068-2-6, Environmental testing – Part 2: Tests – Test Fc: Vibration (sinusoidal) 

IEC 60068-2-7, Environmental testing – Part 2: Tests – Test Ga: Acceleration, steady state 

IEC 60068-2-13, Environmental testing – Part 2: Tests – Test M: Low air pressure 

IEC 60068-2-14, Environmental testing – Part 2: Tests – Test N: Change of temperature 

IEC 60068-2-20, Environmental testing – Part 2: Tests – Test T: Soldering 

IEC 60068-2-21, Environmental testing – Part 2-21: Tests – Test U: Robustness of terminations 
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IEC 60068-2-27, Environmental testing – Part 2: Tests – Test Ea and guidance: Shock 

IEC 60068-2-29, Environmental testing – Part 2: Tests – Test Eb and guidance: Bump 

IEC 60068-2-30, Environmental testing – Part 2: Tests – Test Db and guidance: Damp heat, 
cyclic (12 + 12-hour cycle) 

IEC 60068-2-58, Environmental testing – Part 2-58: Tests – Test Td: Test methods for 
solderability, resistance to dissolution of metallization and to soldering heat of surface 
mounting devices (SMD) 

IEC 60068-2-78, Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, steady state 

IEC 61338-1-1, Waveguide type dielectric resonators – Part 1-1: General information and test 
conditions – General information 

IEC 61338-1-2, Waveguide type dielectric resonators – Part 1-2: General information and test 
conditions – Test conditions 

IEC 61338-1-3, Waveguide type dielectric resonators – Part 1-3: General information and test 
conditions – Measurement method of complex relative permittivity for dielectric resonator 
materials at microwave frequency 

3 Technical overview 

It is of prime interest to a user that the resonator characteristics should satisfy particular 
specifications. The selection of oscillating circuits and dielectric resonators to meet that 
specification should be a matter of agreement between user and manufacturer. 

Resonator characteristics are usually expressed in terms of resonance frequency, quality factor, 
etc. These characteristics are related to the dielectric characteristics in 5.3. 

The specifications shall be satisfied between the lowest and highest temperatures of the 
specified operating temperature range and before and after environmental tests. 

4 Fundamentals of waveguide type dielectric resonators 

4.1  Principle of operation 

When an electromagnetic wave passes through a dielectric waveguide with a relative 
permittivity of ε ' , the interface between air and a dielectric will be a perfect reflector if the angle 
of incidence is greater than the critical angle θ , )'/1(arcsin εθ = , as shown in Figure 1. 

In a very rough approximation, the air/dielectric interface can be considered to work as a 
magnetic wall (open-circuit), on which a normal component of the electric field and a tangential 
component of a magnetic field vanish. Thus, a dielectric rod with finite length functions as a 
resonator due to internal reflections of electromagnetic waves at the air/dielectric interface. 

The size of a dielectric resonator can be considerably smaller than an empty resonant cavity at 
the same frequency. This is because the resonance frequency is determined when the 
resonator dimensions are of the order of half a wavelength of the electromagnetic wave, and 
because the wavelength is shortened in the dielectric according to the following equation: 
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