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1)

INTERNATIONAL ELECTROTECHNICAL COMMISSION

LEAD-ACID STARTER BATTERIES -

Part 4: Dimensions of batteries for heavy vehicles

FOREWORD

The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object /0 is to promote

this end and in addition to other activities, IEC publishes International Standard echnical §pecifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (heye eferred Mo as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any K atio i i

in the subject dealt with may participate in this preparatory work. {

The formal decisions or agreements of IEC on technical matters ex € posgible, an international
consensus of opinion on the relevant subjects since each ica i épresentation from all
interested IEC National Committees.

IEC Publications have the form of recommendations fog and aré accepted by IEC National
Committees in that sense. While all reasonable effortg are hat the technical content of IEC

Publications is accurate, IEC cannot be
misinterpretation by any end user.

4) In order to promote international uniformity i € i undertake to apply IEC Publications
transparently to the maximum extent posgible |n th' i and regional publications. Any divergence
between any IEC Publication and the corre ional ear regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking pgoced al and cannot be rendered responsible for any
equipment declared to b

6) All users should ensure tha

7) No liability shal ptoyees, servants or agents including individual experts and
members of its te atfonal Committees for any personal injury, property damage or
other damage of an S ether direct or indirect, or for costs (including legal fees) and
expenses arising ot 1 i ge of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn e references cited in this publication. Use of the referenced publications is
indispensab ation of this publication

9) Attentio o the pyssibility that some of the elements of this IEC Publication may be the subject of
patent held responsible for identifying any or all such patent rights

International IEC 60095-4 has been prepared by IEC technical committee 21

This second edition cancels and replaces the first edition published in 1989 and its
Amendment 1 (1996).1t constitutes a technical revision. The main technical changes in this new
edition relate to the reduction of the number of European battery types, the standardization of
dimensions and locations of battery terminals and the updating and inclusion in the standard of
Amendment 1(1996), related to North America & East Asian battery types.

The text of this standard is based on the following documents:

FDIS Report on voting
21/667/FDIS 21/669/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.
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This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 60095 series, published under the general title Lead-acid starter
batteries, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch” in
the data related to the specific publication. At this date, the publication will be

* reconfirmed;

* withdrawn;

» replaced by a revised edition, or
*+ amended.

@%
S
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LEAD-ACID STARTER BATTERIES -

Part 4: Dimensions of batteries for heavy vehicles

1 Scope and object

This part of IEC 60095 is applicable to lead-acid batteries used for starting, lighting and
ignition of heavy trucks, commercial vehicles, busses and agricultural trucks.

dinensions of
starter batteries for Europe, North America and East Asia.

This International Standard comprises 12 types of "preferred t

The standard specifies dimensions of 4 types of batteries<e
and D2), North America (4D, 8D, 31T, 31A) and East Asi

e (types A, B, C
2) regions.

For future new developments of heavy vehicl
batteries from this standard.

mended to use only

Several other types of batteries e
organisations. They are not included in

\e standafds of national or regional
a Standard.

2 Normative referenées

The following referenged™dogun ents are indispensable for the application of this document.
For dated refere i plies. For undated references, the latest edition
of the reference

endments) applies.

IEC 60417, Graphicaksymbols for use on equipment

ISO 1043-1, Plastics — Symbols and abbreviated terms — Part 1: Basic polymers and their
special characteristics

ISO 7000, Graphical symbols for use on equipment — Index and synopsis
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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

BATTERIES D'ACCUMULATEURS DE DEMARRAGE AU PLOMB -

Partie 4: Dimensions des batteries pour poids lourds

AVANT-PROPOS

La Commission Electrotechnique Internationale (CEI) est une organisation mondiale de normalisation
composée de l'ensemble des comités électrotechniques nationaux (Comités nationayx desla CEIl). La CEl a
pour objet de favoriser la coopération internationale pour toutes les questions de normahsation dans les
domaines de I'électricité et de I'électronique. A cet effet, la CEl — entre autres agtiviiés ~ publie¢ des Normes
internationales, des Spécifications techniques, des Rapports techniques, des 'C|f|ct|o actessibles au
public (PAS) et des Guides (ci-aprés dénommeés "Publication(s) de la CEI"). L& s¢ con iée a des
comités d'études, aux travaux desquels tout Comité national intéressé pa ité iper. Les
organisations internationales, gouvernementales et non gouvernementalg , participent
également aux travaux. La CEIl collabore étroitement avec I'Organisation isation (1SO),

Les Publications de la CEIl se présentent sous la formg—¢ magpdatiens int&rnationales et sont agréées
a 3 ef nna gs sont entrepris afin que la CEI

Dans le but d'encourager l'uniformité internationale, alx de la CEl s'engagent, dans toute la
mesure possible, a appliquer de fagon trfansparente Publjcations de la CEl dans leurs publications
nationales et régionales. Toutes divergences Publications de la CEIl et toutes publications
nationales ou régionales corrgspondantes dojven én termes clairs dans ces derniéres

La CEl n'a prévu aucune 3 indication dapprobatlon et n'engage pas sa
responsablllte pour les gquipen

Aucune respon : 4 CEl, a ses administrateurs, employés, auxiliaires ou
mandataires, y pris s o articu 'ers et les membres de ses comités detudes et des Comités

dommage de quel € i cte ou indirecte, ou pour supporter les colts (y compris les frais
de justice) et les{dépens 3 a publication ou de I'utilisation de cette Publication de la CEl ou de

L'attention & S éférences normatives citées dans cette publication. L'utilisation de publications
référencé i i we application correcte de la présente publication.

it que certains des éléments de la présente Publication de la CEl peuvent faire
i&té intellectuelle ou de droits analogues. La CEIl ne saurait étre tenue pour

responsable de.ne pas\avoir identifié de tels droits de propriété et de ne pas avoir signalé leur existence.

La Norme internationale CEIlI 60095-4 a été établie par le comité d'études 21 de la CELl:
Accumulateurs.

Cette seconde édition annule et remplace la premiére édition publiée en 1989 et son
Amendement 1 (1996). Elle constitue une révision technique. Les principaux changements
techniques dans cette nouvelle édition concernent la réduction du nombres de types de
batteries européennes, la normalisation des dimensions et les emplacements des bornes de
batteries ainsi que la mise a jour et I'introduction dans la norme de ’Amendement 1 (1996) en
relation avec les types de batteries d’Amérique du nord et d’Asie de I'Est.
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Le texte de cette norme est issu des documents suivants:

FDIS Rapport de vote
21/667/FDIS 21/669/RVD

Le rapport de vote indiqué dans le tableau ci-dessus donne toute information sur le vote ayant
abouti a I'approbation de cette norme.

Cette publication a été rédigée selon les Directives ISO/CEI, Partie 2.

Une liste de toutes les parties de la série CEI 60095, publiées sous le titre—général Batteries

Le comité a décidé que le contenu de cette publication ne sera pas modifié \qvant laxdate de
maintenance indiquée sur le site web de la CEl sous "httpy/ iecy dans les

* reconduite,
* supprimée,
* remplacée par une édition révisée, ou

@%@
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BATTERIES D'ACCUMULATEURS DE DEMARRAGE AU PLOMB -

Partie 4: Dimensions des batteries pour poids lourds

1 Domaine d’application et objet

Cette partie de la CEIl est applicable aux batteries au plomb prévues pour le démarrage,
I’éclairage et l'allumage des poids lourds, véhicules commerciaux, autobus et engins
agricoles.

Cette norme spécifie les dimensions de 4 types de-batiten \ Ragune des régions
suivantes: Europe (types A, B, C et D2), Amérique/du Nord 1T, 31A) et Asie de

2 Reéférences nor

Les documents
document. Pour de

générales et méthodés d’essais
CEI 60417, Symboles graphiques utilisables sur le matériel

ISO 1043-1, Plastiques — Symboles et termes abrégés — Partie 1: Polymeres de base et leurs
caractéristiques spéciales

ISO 7000, Symboles graphiques utilisables sur le matériel — Index et tableau synoptique
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