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INTERNATIONAL ELECTROTECHNICAL COMMISSION

MULTICORE AND SYMMETRICAL PAIR/QUAD CABLES
FOR DIGITAL COMMUNICATIONS -

Part 7: Symmetrical pair cables with transmission
characteristics up to 1 200 MHz -
Sectional specification for digital and analog
communication cables

FOREWORD

operation on all questions concerning standardization in the electrl < . To this end and in
addition to other activities, IEC publishes International Standards S \ , Technical Reports,
Publicly Available Specifications (PAS) and Guides (hereafter r as “[EC Publication(s)”). Their preparation is
entrusted to technical committees; any IEC National Committe¢ i j 2 i ici i

Committees in that sense.
Publications is accurate,
misinterpretation by any

In order to promote infernatio i tohal Committees undertake to apply IEC Publications
transparently to thenqaxin 9 ible i ir hational and regional publications. Any divergence between any
IEC Publication i i gional publication shall be clearly indicated in the latter.

IEC itself does not ppovi 2 sn of >conformity. Independent certification bodies provide conformity

All users sho R latest edition of this publication.

No liability shall atte it3 directors, employees, servants or agents including individual experts and
membergef it icah ittees and IEC National Committees for any personal injury, property damage or other
out of the~publication)\ use of,©Or reliance upon, this IEC Publication or any other IEC Publications.

Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the cofrect application of this publication.

Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent
rights. IEC shall not be held responsible for identifying any or all such patent rights.

This consolidated version of the official IEC Standard and its amendment has been prepared
for user convenience.

IEC 61156-7 edition 1.1 contains the first edition (2003) [documents 46C/573/FDIS and 46C/591/
RVD] and its amendment 1 (2012) [documents 46C/956/CDV and 46C/965/RVC].

A vertical line in the margin shows where the base publication has been modified by
amendment 1. Additions and deletions are displayed in red, with deletions being struck
through.
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International Standard IEC 61156-7 has been prepared by subcommittee 46C: Wires and
symmetric cables, of IEC technical committee 46: Cables, wires, waveguides, r.f. connectors, r.f.
and microwave passive components and accessories.

The bilingual version (2003-11) replaces the English version including its Corrigendum 1
(2003-09).

The French version has not been voted upon.
This standard is to be read in conjunction with IEC 61156-1.

This publication has been drafted in accordance with the ISO/IEC Directives

The committee has decided that the contents of the base publication ahd‘its-amendments will
remain unchanged until the stability date indicated on th 5 ¢ under
"http://webstore.iec.ch" in the data related to the specific publication. issdatexthepuplication

will be

* reconfirmed,
+ withdrawn,
* replaced by a revised edition, or

« amended. Q 6

IMPORTANT - The “colour inside” logo on the'so
it contains colours which are considered be

contents. Users should the fO(e’pﬁn\thi p

r page of this publication indicates that
eful for the correct understanding of its
ion using a colour printer.
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MULTICORE AND SYMMETRICAL PAIR/QUAD CABLES
FOR DIGITAL COMMUNICATIONS -

Part 7: Symmetrical pair cables with transmission
characteristics up to 1 200 MHz -

Sectional specification for digital and analog
communication cables

1 General

1.1 Scope

This sectional specification relates to IEC 61156-1.

The cables described herein may be used for various commupicati XS a as for analog
systems, such as video, that exist or are under developmentand v 9 e as many as four
pairs simultaneously. In this sense, this sectional specifi [ ble characteristics
required by system developers to evaluate new systems 3 nce present systems.

It covers a cable having four individuall TF ble may be provided with a
common screen over the cable core.

The transmission characteristics are ifi a frequency of 1200 MHz and at a
temperature of 20 °C.

currents normally enco

used in conjunction wit
utility mains. @
1.2 Normative

The following QNCE are indispensable for the application of this document. For
dated referefces,™s cited applies. For undated references, the latest edition of the

IEC 60189-1714980, Lo

: équency cables and wires with PVC insulation and PVC sheath — Part 1:
General test and ea

ring methods
IEC 60304, Standard colours for insulation for low-frequency cables and wires

IEC 61156-1:2002, Multicore and symmetrical pair/quad cables for digital communications — Part 1:
Generic specification

IEC 61156-7-1, Multicore and symmetrical pair/quad cables for digital communications — Part 7-1:
Symmetrical pair cables with transmission characteristics up to 1 200 MHz — Blank detail
specification for digital and analog communication cables

IEC 62153-4-2, Metallic telecommunication cable test methods — Part 4-2: Electromagnetic
compatibility (EMC) — Screening and coupling attenuation — Injection clamp method
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COMMISSION ELECTROTECHNIQUE INTERNATIONALE

CABLES MULTICONDUCTEURS A PAIRES SY!VIETRIQUES ET QUARTES
POUR TRANSMISSIONS NUMERIQUES -

Partie 7: Cables a paires symétriques
avec caractéristiques de transmission jusqu’a 1 200 MHz -
Spécification intermédiaire pour cables de transmissions
numériques et analogiques

AVANT-PROPOS

I'ensemble des comités électrotechniques nationaux (Comités nationa
la coopération internationale pour toutes les questions de normalisdti
Iélectronique A cet effet, la CEI — entre autres activités — publie-des

Comité national intéressé par le sujet tralte peut participer,.Les$ 2 i tbnales, gouvernementales et
non gouvernementales, en liaison avec la CEl participentég 2 x.La CEIl collabore étroitement avec
I'Organisation Internationale de Normalisation fixées par accord entre les deux
organisations

Les décisions ou accords officiels de la CEI co echriiques représentent, dans la mesure du
possible, un accord international sur les sujetg’étudiés, et que les Comités nationaux de la CEl intéressés

sont représentés dans chaque comité d’étud

Dans le but d'encowyrage
mesure possible pRligw
régionales. Toute$

ce soit, directe otnindiregte, ou pour supporter les codts (y compris les frais de justice) et les dépenses découlant de
la publication ou de I'ufilisation de cette Publication de la CEl ou de toute autre Publication de la CEI, ou au crédit qui
lui est accordé.

L'attention est attirée sur les références normatives citées dans cette publication. L'utilisation de publications
référencées est obligatoire pour une application correcte de la présente publication.

L’attention est attirée sur le fait que certains des éléments de la présente Publication de la CEIl peuvent faire I'objet
de droits de brevet. La CEIl ne saurait étre tenue pour responsable de ne pas avoir identifié de tels droits de brevets
et de ne pas avoir signalé leur existence.

Cette version consolidée de la Norme IEC officielle et de son amendement a été préparée pour
la commodité de l'utilisateur.

La CEl 61156-7 édition 1.1 contient la premiére édition (2003) [documents 46C/573/FDIS et
46C/591/RVD] et son amendement 1 (2012) [documents 46C/956/CDV et 46C/965/RVC].

Une ligne verticale dans la marge indique ou la publication de base a été modifiée par
I'amendement 1. Les ajouts et les suppressions apparaissent en rouge, les suppressions sont
barrées.


https://webstore.iec.ch/publication/4615&preview

61156-7 © CEI:2003+A1:2012 -17 -

La Norme internationale CEl 61156-7 a été établie par le sous-comité 46C: Cables symétriques et
fils, du comité d'études 46 de la CEl: Cables, fils, guides d’ondes, connecteurs, composants
passifs pour micro-onde et accessoires.

La version bilingue (2003-11) remplace la version monolingue anglaise et son Corrigendum 1
(2003-09).

Le rapport de vote 46C/591/RVD donne toute information sur le vote ayant abouti a I'approbation
de cette norme.

La version frangaise de cette norme n’a pas été soumise au vote.

Cette norme est a lire conjointement avec la CEIl 61156-1.

* reconduite,
* supprimée,
* remplacée par une édition révisée, ou

* amendée.
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CABLES MULTICONDUCTEURS A PAIRES SY!VIETRIQUES ET QUARTES
POUR TRANSMISSIONS NUMERIQUES -

Partie 7: Cables a paires symétriques
avec caractéristiques de transmission jusqu’a 1 200 MHz -
Spécification intermédiaire pour cables de transmissions
numériques et analogiques

1 Généralités

1.1 Domaine d’application

Cette spécification intermédiaire se rapporte a la CEl 61156-1.

Les cables traités dan
tensions et courants no

sont pas destiné ét
I'alimentation en 9

CEI 60189-1:1986,~Céables et fils pour basses fréquences isolés au PVC et sous gaine de PVC —
Premiere partie: Méthodes générales d'essai et de vérification

CEIl 60304, Couleurs de référence de l'enveloppe isolante pour céables et fils pour basses
fréquences

CEI 61156-1:2002, Cables multiconducteurs a paires symétriques et quartes pour transmissions
numériques — Part 1: Spécification générique

CEIl 61156-7-1, Cables multiconducteurs a paires symétriques et quartes pour transmissions
numériques — Part 7-1: Cables a paires symétriques avec caratéristiques de transmission jusqu'a 1
200 MHz - Spécification particuliere cadre pour cébles de transmissions numériques et
analogiques

IEC 62153-4-2, Méthodes d'essai des cables métalliques de communication — Partie 4-2:
Compatibilité électromagnétique (CEM) — Affaiblissement d'écran et de couplage — Méthode de la
pince a injection
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